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Ripping Guide Up When Cross Cutting 
HE PORTER-CABLE Portable Saw is a new, light type, electrically driven Hand Saw 
built for a market that has been demanding an inexpensive tool which its simple, efficient 
design makes possible. The high speed at which the saw revolves leaves a smooth edge, 

often making planing unnecessary. 


SPECIFICATIONS: EQUIPMENT INCLUDES: 
A.C. and D.C. Motor. Any voltage from 32- 1 combination saw blade, for cross cutting 
250, inclusive, can be furnished (110 volt is and ripping. 
regular). [We can also furnish planer (holla sround) 
> vane y ‘ saws for particularly smooth cutting. Also 
saw Blade, 74° diameter with 74” hole. cross ans rip, and dado heads can be 
Saw speed, idle, 10,000 r. p. m. supplied). 


Size over all, 11” long, 74%” wide, 64" high, 15’ rubber covered conductor cable with un- 


(base plate is 5” wide). breakable duplex plug. 
Net Weight, 12 Ibs. Adjustable ripping gauge. 
Shipping Weight, 17 Ibs. Splitting guide. 


Combination wrench and screw driver. 

) ry. ry . ° - “era 
IMPORTANT: When ordering, state exact voltage of your line as these motors will not carry 
more than ten per cent voltage variation. Having this information, we can probably meet 
your requirements, 
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. We also make the TAKE-ABOUT S 


The Porter-Cable Machine Co., Syracuse, N. Y., U.S. A. 


‘'Machine Tool Builders for Twenty-two Years'’ 


PORTER CAG 


ORTABLE 


HE outstanding characteristic of this 
| tool is that the saw is mounted direct 
on special motor armature which runs 
in two precision ball bearings, packed in 
grease. This allows the FULL POWER of 
the motor to be applied direct to the saw 
blades and eliminates all trouble and friction 
caused by the 
use of gears, 
couplings, extra 
spindles, etc. 
Weighing only 
12 pounds and 
being well bal- 
anced, the Por- 
ter-Cable Saw 
can be lifted and 
operated by one 
hand, thus al- 


lowing the other 
Guard completely protects to support the 


Leche _ work. The flat 
shoe which carries all the weight has a bevel 
edge in line with blade which allows the oper- 
ator to guide blade accurately and true to a 
line, moreover the opposite edge being parallel 
to the blade, permits the use of a straight edge 
or miter gauge. As the front edge of the shoe 
is graduated into a }4" scale, it is unnecessary 
to mark the work when ripping out pieces 
5” or less. Also an adjustable ripping gauge is 
furnished which eliminates drawing lines in 
ripping, as it keeps the saw straight. A 
splitter behind the blade assists in guiding 
and prevents the wood binding the blade. 

A 714" blade is furnished with the Saw which 
will cut up to 17%". This includes semi- 
dressed 2” lumber. However, we do not 
recommend ripping lumber over 136". 

The Porter-Cable Saw is probably the most 
thoroughly guarded saw on the market, so 
danger from operation is reduced to a mini- 
mum. As the blade enters the wood the swing 
guard is automatically pushed back and 
recedes into the upper guard as the saw ad- 
vances. Just as soon as the cut has been 
completed the guard swings into place by 
means of its own weight and an auxiliary 
spring. The spring assures proper guarding 
even when the tool is used on its side or ina 
perpendicular position. However, if the 
operator wishes to make a pocket cut, the 
swing guard can be turned back and locked by 
the knurled knob in the center. The upper 

guard consists of two aluminum Cast- 


ings, the outer of which is easily re- 


SAW 


moved by taking out two screws when it is 
necessary to change the saw blade. 

Ask our representative about the husky 
grinding attachment which fits on the motor 
shaft and may be used for sharpening tools, 
The Porter-Cable Saw can also easily be 
adapted for buffing and polishing wood or 
metal surfaces. 

[In order to secure the most efficient motor 
we called in experts from the largest motor 
manufacturers whose recommendations finally 
resulted in the adoption of the remarkable 
motor now used. It is of the universal type— 
that is—it may be operated on any alternating 
current of 25-60 cycles or direct current and 
develops nearly one-half horse power. The 
housing is constructed so as to make the 
motor easily accessible; for example, the 
commutator and brushes may be inspected 
and cleaned by merely removing the air 
intake plate. The switch is built into the 
handle and is oper- 
ated by the thumb. 

A most unique 
system of cooling ts 
employed. Instead 
of the motor fan 
being inside the 
motor housing as is 
the usual arrange- 
ment, the fan is 
built onto that part 
of the armature 
shaft which is inside the guard. Thus the fan 
cannot get loose and injure the motor wind- 
ings. Air is drawn ia by this fan through per- 
forations at the left hand end of the motor 
housing, passes around the motor, and is ex- 
hausted inside the saw guard. This blows the 
sawdust out and away from the operator, thus 
keeping the work clean and preventing the 
guard from becoming clogged and inoperative. 

The Porter-Cable Portable Saw is built to 
withstand weather conditions as practically 
all parts are built of aluminum or duralumin. 
You may rely on our experience as machine 
tool builders to be sure that all parts are care- 
fully made, fitted, and inspected. Few tools 
of any description are more simple or effective 
in construction, Operation or maintenance than 
this saw. 

Contractors will find this Saw the quickest 
method of removing the projecting ends of 
siding, roofing and flooring, while it will save 
hours of hand labor in shipping rooms, car- 
penter and pattern shops. 


Top view showing wide base 
which prevents tipping 


ander which is the only hand belt surfacing 
machine 
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